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A-Line / Desk
A-Line/Desk timeless form provides comfortable, glare-free work surface illumination for

many universities and institutions. Powered by a single high brightness LED housedwithin

the ultra-slimØ25mm shade, with a wide-angle optic to provide a broad, even spread of

light on the desk.

Robust through-desk fixing as standard, with integral 330° rotation in base. Clamp and

freestand base options are also available, along with an integrated or remote touch on/off

switch.

product details
Description: Adjustable desk lamp for school, office and library task

lighting

Mounting: Direct through the desk surface / Clamp / Freestand

Material: Aluminium/steel/brass/acrylic

Weight: 0.6kg

Power supply: Remote Class II SELV LED driver

Certification: Luminaire – CE,

LED driver – CE (UL Listed, CCC etc upon request)

technical specification
LED operating current: 500mA constant current

LED operating voltage: 10VDC

Total system power: 6W

Control: Integral or remote on/off touch

Lifetime: 50,000hrs

optical specification
Total lumen output: 440lm (@ 90CRI, 4000K)

Luminous efficacy: 73lm/W (@ 90CRI, 4000K)

Beam angle (FWHM): 100°

Colour temperature: 3000K / 4000K

CRI: 90

MacAdam step: 3

finishes
Powder coated: Matt silver / matt black / satin black RAL

9005 / white RAL9016 / bronze / other

finishes on request

Plated: Brushed stainless steel / brushed chrome /

polished chrome / polished brass / brushed

brass / antique bronze / other finishes on

request

fixings
Deskmount: Touch/plate: integrated switch plate with Ø20mm

through-desk fixing

Touch/Remote: Ø30mm surface washer with Ø20mm

through-desk fixing

Clampmount: Steel clamp, to fit desks up to 40mm thick

Freestand: Aluminium baseØ150 x 30mm
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